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1
RETAINING MEANS WITH AN AXTAL
PASSAGE FOR RECEIVING A FORMAT PART

This claims the benefit of German Patent Application DE
10 2011 053 786.4, filed Sep. 20, 2011 and hereby incorpo-
rated by reference herein.

The present invention relates to retaining means with an
axial passage for receiving a format part.

BACKGROUND

Retaining means for securing against axial displacement
are already known from the prior art. For this purpose, e.g.
snap rings, nuts, or split discs are used in numerous embodi-
ments thereof. These securing elements require grooves or
holes in the shaft. This requires an additional working step
during the production of the shaft. Furthermore, clamping
discs having a sharp punching burr are known, which can
secure smooth shafts or axes axially through this sharp punch-
ing burr. Such a clamping disc is disclosed in EP 1 150 025
Al. The clamping disc shown in the EP-application can only
be used for a one-sided mounting. A release of the axle or
shaft against the insertion direction is not intended. If a
release against the insertion direction is required, then the
clamping disc needs to be destroyed.

SUMMARY OF THE INVENTION

It is an object of the present invention to provide a retaining
means for axially securing format parts, whereby the format
part can be released from the retaining means against the
insertion direction without a destruction of the retaining
means. In addition, the retaining means should be designed as
simple as possible and the release of the format part should be
easy going and straightforward.

The present invention provides a retaining means with an
axial passage for receiving a format part. The format part may
contain for example a shaft and/or a bolt. When the format
part is received by the retaining means, the shaft and/or bolt is
guided through the axial passage of the retaining means. As
format parts, for example, structural components or working
tools can be used. Thus, for example, the format parts can
come from the automotive sector, from the electrical connec-
tion technology, from special machinery technology or from
toy technology.

The retaining means is provided with several elastically
deformable clamping tongues, facing in the direction of the
format part. The clamping tongues are angularly aligned
against an outer lateral surface of the format part. For
example, at least three clamping tongues may be provided,
which are arranged radially around the axial passage opening.
Furthermore, the clamping tongues can be made, for
example, of spring steel. Also other materials with elastic,
viscoelastic or hyper elastic properties can be used for the
design of the clamping tongues. Furthermore, it is conceiv-
able that composite materials with similar material properties
can be selected as suitable material for the clamping tongues.

Further, it is provided that the outer lateral surface of the
format part contacting the clamping tongues is held stationary
by the clamping tongues in a first movement direction. In a
second movement direction, which is opposite to the first
movement direction, the format part is movable and/or guid-
able within the retaining means. When the format part enters
the passage of the retaining means, the format part can thus
only be guided and/or moved axially and in one movement
direction. During the surface contact of the clamping tongues
with the outer lateral surface of the format part, preferably a
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frictional connection between the clamping tongues and the
format part occurs. The clamping tongues may have a sharp
ridge and/or a sharp edge at their free ends, which serves to
retain the respective format part.

According to the invention an adjustment means is pro-
vided. Upon actuation and/or upon a defined alignment of the
atleast one adjustment means the surface contact between the
respective clamping tongues and the format part is released. It
can be provided, that at a defined alignment of the adjustment
means and/or upon actuation of the adjustment means, the
adjustment means is engaged with the clamping tongues in
such a way, that the clamping tongues are elastically
deformed and thus move away from the outer lateral surface
of'the format part, thereby annihilating the frictional connec-
tion between the clamping tongues and the format part.

The defined alignment and/or the actuation of the adjust-
ment means may, for example, be carried out by guiding the
adjustment means in the second movement direction or by
guiding the adjustment means in the movement direction, in
which the format part is movable and/or guidable. For this
guided movement, the adjustment means can be used in con-
junction with suitable roller bearing and/or sliding-contact
bearings. It is also conceivable that snap-lock connections
and/or clip-on connections and/or clamping connections are
available, which keep the adjustment means in a defined
unlockable state and/or which keep the adjustment means in
an actuated state.

In a preferred embodiment, the at least one adjustment
means is mounted slidable along an axis extending parallel to
the outer lateral surface of the format part. Furthermore a
reversible elastic deformation and/or a reversible elastic
bending of the angularly aligned clamping tongues can be
triggered through the actuation and/or through the defined
alignment of the at least one adjustment means. Here, the
adjustment means can be guided against the clamping
tongues, whereby the clamping tongues are pressed away
from the outer lateral surface of the format part. Preferably,
the adjustment means is simultaneously guided against all
clamping tongues and thus simultaneously releases the sur-
face contact between all clamping tongues and the outer
lateral surface of the format part.

Itis also conceivable that the retaining means comprises an
upper base body and a lower base body. The upper base body
and the lower base body may be formed as separate compo-
nents of the retaining means. Further, the upper base body
together with the lower base body may form a conical inner
space or the upper base body together with the lower base
body encloses a conical inner space. The angularly aligned
clamping tongues and/or the format part with its outer lateral
surface being in surface contact with the clamping tongues
are arranged at least partially within this conical inner space.
It may be provided that the upper base body comprises an
opening which is formed as an outlet opening for the format
part. The opening may in this case open into the conical inner
space.

In particular, both the upper base body and the lower base
body each have a substantially axially disposed opening. The
openings of the assembled unit together form a passage open-
ing for the format part, whereby the assembled unit comprises
the upper base body, said lower base body and the retaining
means.

Also, the clamping tongues may be part of a one-piece
component of said retaining means, in particular a clamping
disc. For example, the one-piece component may be formed
by separating (punching) and two-stage recasting. The one-
piece component may be arranged between the upper base
body and the lower base body. Further, the upper base body
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can be fixed via bore holes and in particular screwed to the
lower base body and/or the one-piece component can be fixed
via bore holes and in particular screwed to the upper base
body and/or the lower base body. It is also conceivable that the
one-piece component is clamped between the upper base
body and lower base body. The bore holes of the one-piece
component can hereby be circular and/or they can be arranged
radially around the axial passage. It is conceivable that all the
bore holes have an equal distance from the axial passage.

Furthermore, it may be provided, that the clamping
tongues each include two wide side surface areas on opposite
sides, which show a tapered design in the direction of the axial
passage.

Also, the clamping tongues may each show a first angular
alignment to an axis extending perpendicular to the outer
lateral surface of the format part. Furthermore the clamping
tongues may each show a second angular alignment, wherein
the second angular alignment is closer to the format part
and/or closer to the axial passage than the first angular align-
ment and wherein the second angular alignment is set against
or in opposition to the first angular position. The optional
second angular alignment has been proven advantageous in
practice, because it provides a better rest for the clamping
tongues on the format part, thereby improving the surface
contact between the clamping tongues and the format part.
The first angle is preferentially defined by an angle between
0° and 90°. Particularly in the state where the contact between
the clamping tongues and the outer lateral surface of the
format part is released, the first angle may be defined by an
angle of 45°. In a preferred embodiment of the present inven-
tion, the second angular alignment is defined by a smaller
angle than the first angular alignment. Preferably, the first
angular alignment is set in the direction of the upper base
body and the second angular alignment is set in the direction
of the lower base body. A first angle is enclosed between the
clamping tongue and the axis extending perpendicular to the
outer lateral surface of the format part in the area of the first
angular alignment. Furthermore a second angle is enclosed
between the clamping tongue and the axis extending perpen-
dicularto the outer lateral surface of the format part in the area
of the second angular alignment. In this case the first angle
may be bigger than the second angle.

Embodiments have proven advantageous in practice, in
which the format part is supportable and/or guidable by the at
least one adjustment means in a state when the outer lateral
surface of the format part s in surface contact with the clamp-
ing tongues and upon actuation and/or defined alignment of
the at least one adjustment means. For example, the adjust-
ment means may be formed by a hollow cylinder or another
geometrical hollow body, the inner space of which forms an
inlet opening for receiving the format part. After the format
part has entered the inner space, it can rest against an inner
lateral surface of the hollow body. In this case, the inlet
opening can open into the conical inner space and have the
same diameter as the previously mentioned outlet opening of
the upper base body. It is conceivable, for example, that the
adjustment means is connected via suitable roller bearings
and/or sliding bearings and/or further bearings with the lower
base body. Also, the adjustment means may have roller bear-
ings and/or sliding bearings and/or further bearings on its side
facing the format part.

The retaining means can, for example, be especially
shaped for receiving a fastening means comprising an axis
and/or bolt. Particularly the retaining means can be shaped for
receiving a heating rod. The heating rod may, for example, be
part of a heating device for preforms and serve for heating the
preforms. If preforms with different geometry each should be
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heated, it may be necessary to install different heating rods in
the heating device, depending on the geometry of the respec-
tive preforms. It is therefore necessary to remove the heating
rods from the retaining means and to exchange them. The
retaining means according to the invention has proven to
particularly optimize the time requirement for the changing
process and ease the implementation of this changing pro-
cess. It is further easily imaginable, that further processing
stations are arranged downstream of the heating device, for
example a blow molding station. Such a construction com-
prising a heating device and a blow molding station could, for
example, be used advantageously in a blow molding machine
or a stretch blow molding machine.

Furthermore it may be provided, that format parts can also
be secured releasable with this retaining means. Especially
format parts having an outer peripheral surface with a semi-
circular and/or polygonal shape can be secured releasable
with this retaining means. In this case, the geometry of the
clamping tongues has to be designed in such a manner, that
they are suitable for the stationary holding of the format part.
It is conceivable that the free ends of the clamping tongues are
shaped form-locking to the outer lateral surface of the format
part. The geometry of the format part can show both concave
and convex shapes.

BRIEF DESCRIPTION OF THE DRAWINGS

Inthe following passages, the attached figures further illus-
trate exemplary embodiments of the invention and their
advantages. The size ratios of the individual elements in the
figures do not necessarily reflect the real size ratios. Itis to be
understood that in some instances various aspects of the
invention may be shown exaggerated or enlarged to facilitate
an understanding of the invention.

FIG. 1 shows a schematic cross section through an embodi-
ment of the retaining means according to the invention;

FIG. 2 shows a schematic top view of an embodiment of a
clamping disc, which can be part of the retaining means
according to the invention.

DETAILED DESCRIPTION

The same or equivalent elements of the invention are des-
ignated by identical reference characters. Furthermore and
for the sake of clarity, only the reference characters relevant
for describing the respective figure are provided. It should be
understood that the embodiments described are only
examples and they are not intended to limit the scope of the
disclosure.

FIG. 1 shows a schematic cross section through an embodi-
ment of the retaining means or retainer 1 according to the
invention. The retaining means 1 has an axial passage 3 for
receiving a format part 4. The format part 4 shown in this
embodiment is a heating rod 5. At its free end the heating rod
5 is provided with a bezel 7. The heating rod 5 is guided in a
movement direction E by an adjustment means or adjuster 9.
In the depicted embodiment the adjustment means 9 is
formed as a hollow cylinder. The surface of the adjustment
means 9 is contacting the surface of the format part 4 or the
heating rod 5. Furthermore, the adjustment means 9 is dis-
placeable in amovement direction E. Furthermore, the adjust-
ment means 9 is displaceable in a movement direction E', the
movement direction E' being contrary to the movement direc-
tion E. The adjustment means 9 is slidable mounted on a
lower base body 11. A clamping disc 15 (shown in detail in
FIG. 2) with clamping tongues 17 is located between the
lower base body 11 and an upper base body 13. The clamping
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disc 15 comprises bore holes 21 (see FIG. 2), the possible
position of which is indicated by the dashed lines 1. The
clamping disc 15 is fixed to the upper base body 13 and to the
lower base body 11 via the bore holes 21 by a screw connec-
tion. As can further be seen in FIG. 1, the clamping tongues 17
are setin an angle against an outer lateral surface of the format
part 4 or against an outer lateral surface of the heating rod 5.
Inrespectto an axis S, which is extending vertical to the outer
lateral surface of the format part 4, the clamping tongues 17
show a first angular alignment o as well as a second angular
alignment (3. The second angular alignment {3 is closer to the
format part 4. The second angular alignment {3 is set in oppo-
sition to or against the angular alignment a.. The first angular
alignment o is set in the direction of the upper base body 13.
The second angular alignment f is set in the direction of the
lower base body 11. In the illustrated embodiment the angle .
is 45°. In the region of the second angular alignment 3 the
clamping tongue 17 is set at an angle ¢ against the axis S, the
axis S extending parallel to the outer lateral surface of the
format part 4. In this case the angle ¢ is smaller than the angle
aThe following applies: a=¢+f. In FIG. 1 the adjustment
means 9 is not in an actuated state, therefore the adjustment
means 9 is not in contact with the clamping tongues 17. The
upper base body 13 and the lower base body 11 together form
a conical inner space K, within which the clamping tongues
17 are arranged. The upper base body 13 furthermore com-
prises an outlet opening 19, through which the format part 4
or the heating rod 5 can be guided. After the format part 4 or
the heating rod 5 has entered through the outlet opening 19, its
surface contacts the clamping tongues 17. In this case the
clamping tongues 17 are lying on the outer lateral surface of
the format part 4, thereby creating a frictional connection
between the clamping tongues 17 and the format part 4. This
prevents a movement of the format part 4 in movement direc-
tion E', which is opposite to the movement direction E.
Instead a movement of the format part 4 in movement direc-
tion E is still possible. To return the format part 4 against the
moving direction E, which is opposite to the moving direction
E, the adjustment means 9 is actuated or guided against the
clamping tongues 17. Because of their elastic properties, the
clamping tongues 17 move away from the format part 4,
thereby enlarging the angle .. Thereby the frictional connec-
tion between the clamping tongues 17 and the format part 4 is
annihilated.

The format part 4 can now be removed from the retaining
means 1 by a movement opposite to the movement direction
E. Ifthe adjustment means 9 is moved in a counter movement
direction to the movement direction E, it loses its contact with
the clamping tongues 17. Due to their elastic material prop-
erties, the clamping tongues 17 are reversibly back deformed
and assume the position shown in FIG. 1. It can also be seen
that the upper base body 13 has an outer diameter dA and an
inner diameter dl. A contact disc 17 is clamped between the
upper base body 13 and the lower base body 11 in the region
between the inner diameter dI and the outer diameter dA.

FIG. 2 shows a schematic top view of a clamping disc 15,
which can be part of an embodiment of a retaining means 1
according to the invention. It shows the outer diameter dA and
the inner diameter dI, which have been described in FIG. 1.
According to the embodiment shown in FIG. 2, the clamping
disc 15 has a circular design. The clamping tongues 17 are
arranged around the axial passage 3 and form an inlet opening
for a format part 4, the format part 4 having a cylindrical outer
lateral surface. The bore holes 21 through which screws 22
pass to form a screw connection (shown schematically) are
arranged radially around the axial passage 3. As can be seen
in FIG. 2, the shape of the wide sides of the clamping tongues
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17 show a tapering in the direction of the axial passage 3. The
design of the tapering is such, that the lateral distance A of a
clamping tongue 17 to its adjacent clamping tongues 17 is
constantly reduced in the direction of the axial passage 3.

The invention has been described with reference to pre-
ferred embodiments. To the expert it is also conceivable,
however, to make changes and modifications without leaving
the scope of protection of the appended claims.

LIST OF REFERENCE NUMBERS:

1 retaining means or retainer
3 axial passage
4 format part
5 heating rod
7 Bezel
9 adjustment means or adjuster
11 upper base body
13 lower base body
15 clamping disc
17 clamping tongues
19 outlet opening
21 bore hole
22 screw
A Distance
dA outer diameter
dI inner diameter
E movement direction
E' opposite movement direction/counter movement direc-
tion
1 axis (bore holes)
K conical inner space
S vertical axis
afirst angular alignment
Psecond angular alignment
¢angle
What is claimed is:
1. A retainer with an axial passage for receiving a format
part comprising:
several clamping tongues facing in the direction of the
format part, the clamping tongues being elastically
deformable, the clamping tongues angularly aligned
against an outer lateral surface of the format part to hold
the format part stationary in a first movement direction,
the format part being movable in a second movement
direction opposite to the first movement direction;
at least one adjuster, contact between the respective clamp-
ing tongues and the format part being released upon
movement of the adjuster in the second movement direc-
tion, the format part as a result being movable in the first
movement direction for removal; and
an upper base body and a lower base body, together form-
ing a conical inner space, within which the angularly
aligned clamping tongues or the format part are at least
partially arranged when the outer lateral surface of the
format part is in contact with the clamping tongues, the
clamping tongues being part of a one-piece component
of the retainer, the one piece component arranged
between the upper base body and the lower base body,
the upper base body being fixable via bore holes to the
lower base body or the one-piece component being fix-
able via bore holes to the upper base body or to the lower
base body, the one piece component being fixable via the
bore holes by a screw connection.
2. The retainer as recited in claim 1 wherein the at least one
adjuster is slidably mounted along an axis, the axis extending
parallel to an outer lateral surface of the format part, and the
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movement of the adjuster in the second movement direction
causes a reversible deformation of the clamping tongues to
release the format part.

3. The retainer as recited in claim 1 wherein the one piece
component is a clamping disc.

4. The retainer as recited in claim 1 wherein the bore holes
of the one-piece component are arranged radially around the
axial passage.

5. The retainer as recited in claim 1 wherein the clamping
tongues each have two wide side surface areas on opposite
sides, tapering in the direction of the axial passage.

6. The retainer as recited in claim 1 wherein the clamping
tongues each have a first angular alignment with respect to an
axis extending perpendicular to the outer lateral surface of the
format part, the clamping tongues each having a second angu-
lar alignment with respect to the first axial alignment closerto
the axial passage than the first angular alignment.

7. The retainer as recited in claim 6 wherein the first angu-
lar alignment is defined by an angle between 0° and 90°.
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8. The retainer as recited in claim 7 wherein the first angu-
lar alignment is defined by an angle of at least about 45° in a
state with no contact between the clamping tongues and the
format part.

9. The retainer as recited in claim 1 wherein the format part
is supportable or guidable by the at least one adjuster in the
state with surface contact of the outer lateral surface of the
format part with the clamping tongues and upon movement
the at least one adjuster in the second movement direction.

10. The retainer as recited in claim 9 wherein the retainer is
designed for receiving a format part with an axis or a bolt.

11. The retainer as recited in claim 10 wherein the retainer
is designed for receiving a heating rod in a heating device.

12. The retainer as recited in claim 1 wherein the retainer is
designed for receiving a structural component or a working
tool.

13. The retainer as recited in claim 1 wherein the retainer is
designed for receiving a heating rod in a heating device for
preforms.



